4 TECHNICAL DATA

Powe;

117 Volts AC 50-60 cps; power consumption € Watts.
Ranges

DC Volts 0-.5-1.5-5-15-50-150-500-1500

AC Volts 0-1.5-5-15-50-150-500-1500

Peak to Peak 0-4-14-40-140-400-1400-4,000

Ohms 0-1000-10,000-100,000-1 Meg.-10 Meg. 100 Meg.-1000 Meg.
Frequency Range

15 CPS to 3 MC; up to 250 MC with accessory diode probe.
Input Impedance

DC Velts 11 Megohms—AC Volts minimum of .83 Megohm.

Ohmmeter Specifications

Hun?ce

X X0  Xioo Xi X10K

Maximum Voltage — Volis 1.6 1.6 16 16 16
Maximum Current — MA. 160 16 1.6 .15 016
Maximum Power — MW, 64 6.4 .64 .064 .0064

Meter

DC current for full scale deflection 200 ua meter.
7 inch type with 7 inch scale length.

DC - AC RMS scale black on white.

Ohms scale black on white.

Peak to Peak scale red on white.

Accuracy
AC =+ 3% at 60 CPS at 23°C, + 5°C
DC + 3% at 23°C, + 5°C

Tube Complement
1—12AU7, 1 — 6ALS,

Construction
Insulated black case; dimension outside 754" x 6 7/16" x 33)#
with metal handle that can be used to place instrument on
a 25° angle. Etched aluminum panel.
Weight
Approximately 5 pounds.
Accessories supplied with Model 850
1 DC/AC - OHMS probe and cable
I Chassis ground lead
1 1.5 Volt battery
I Alligator clip
1 Instruction book

Accessories Available
DC High Voltage Probe 79B-156
ax. Voltage 50 KV
RF Probe 794-215
Frequency 50 KHz to 200 MHz
Max. RF 35 Volts
Max. Allowable DC 500 Volts

Leather Carrying Case
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