2500E/EP/EN
SPECIFICATIONS

RANGE:
RESOLUTION:

DYNAMIC RANGE:

FULLSCALE:

DC ACCURACY:

AC ACCURACY:

INPUT IMPEDANCE:

OUTPUT CAPACITANCE:

COMPLIANCE VOLTAGE:

INPUT/OUTPUT RATIO:

MAXIMUM OUTPUT CURRENT:

MAXIMUM INPUT VOLTAGE:

OUTPUT PROTECTION:
INPUT COMMON MODE
REJECTION RATIO:

TEMPERATURE RANGE:

TEMPERATURE
COEFFICIENT:

HUMIDITY:
SIZE:

WEIGHT:

100 uA 1mA 10mA 100mA 1A 10A

1nA 10nA 100nA 1TuA 10uA 100uA

0 to 200% of range, DC or RMS AC, up to
maximum rated output(DC to 100Hz)

Fullscale 200% of range

(180 days 25°C +5°C) +0.02% of fullscale
+0.01% of output

(180 days 25°C +5°C) +.05% of fullscale +.05%
of output to 5 KHz for 2500-E and 2500-EP; to
500 Hz for 2500-EN. [For compliance voltages
greater than 2 volts, add 0.01% of range x
compliance voltage x frequency (KHz). For
2500-EP on 100 uA range, add 0.5% above 1KHz]

100 Kilohms - 2500-E, 2500-EP
10 Megohms - 2500-EN

500 pico farads

10 VDC or Peak AC, 7 VDC or Peak AC on 10
ampere range

2.0000 volts input produces fullscale output,
20 volts for Model 2500-EN

12 amperes DC or RMS AC

3 volts DC or Peak AC, 30 volts DC or RMS AC
for 2500-EN

Fuse protected at 15 amperes
60 db at DC, linearity increasing 40 dB at
maximum frequency

0°C to 50°C

1/10 of accuracy specification per °C
70% Relative Humidity at 45°C, noncondensing
381 mm/15"L x 432mm/17"W x 133mm/5.25"H

14 Kg/30 Ibs. net, 18 Kg/40 Ibs. shipping
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