
  
Standard Options & Specifications 
VE80 Controller Series 

 

System Model  VE80- V VE80- T VE80-HT VE80-TV VE80-HTV 
VE80-

HTC10* 
VE80-

HTVC10* 

Key: V=vacuum; T=temperature; H=humidity; C=cold(-10°C); Amb=ambient  

                

Control Options  V T H/T T/V H/T/V H/T/C-10°C

 

H/T/V/C-
10°C  

        

Pressure Range  
Amb~150 

Torr 
N/A N/A 

Amb~150 
Torr 

Amb~150 
Torr 

N/A 
Amb~150 

Torr 

Accuracy ± 10 Torr N/A N/A ± 10 Torr ± 10 Torr N/A ± 10 Torr 

        

Temperature Range  N/A Amb~85°C

 

Amb~85°C

 

Amb~85°C Amb~85°C -10°C~85°C 

 

-10°C~85°C

 

Accuracy N/A ± 1°C  ± 1°C  ± 1°C  ± 1°C  ± 1°C  ± 1°C  

        

Rel. Humidity Range N/A N/A up to 85%

 

N/A up to 85% up to 85% up to 85% 

Accuracy N/A N/A ± 5% N/A ± 5% ± 5% ± 5% 

        

VE80 Controller 
Dimensions 

32" D x 13.2" W x 18.5" H 
(all VE80 models) 

        

* VE80 -  C10 Chiller 
Dimensions 

N/A 
32" D x 28" W x 18.5" H 
(all VE80-C10 models)  

        

Voltage 120 VAC  

        

Current 10A 24A**  
24A**/24A**  

(both controllers 
required) 

*  The VE80-C10 Chiller is included when ordering the VE80-TV and VE80-HTV Controllers.  

**NEMA-L5-30-R Twist Lock 125 Volt Receptacle Required (Recommended GFCI protected circuit)  

 

NOTE: These specifications are subject to change without notice.  



VC10 Environmental Chambers
Independent Benchtop Chambers

Up to 8 chambers operate independently in 1 control system.

Run up to 8 different environmental tests at the same time.

Clear Lexan lids allow for easy viewing of test materials.

Various industry-specific options available.

Capable of performing live component and device testing.

Designed for minimal contamination and suitable for clean rooms.

Convenient placement and removal of testing materials.

Modular design easily upgradeable to suit specific applications.

Compatible with the VE80 Series Controllers.

V C 1 0 O P T I O N S V A C U U M T E M P E R A T U R E
H U M I D I T Y

T E M P E R A T U R E

T E M P E R A T U R E

V A C U U M

H U M I D I TY

T E M P E R A T U R E

V A C U U M

H U M I D I T Y

T E M P E R A T U R E

C OL D

H U M I D I T Y

T E M P E R A T U R E

V A C U U M

C O L D

P R E S S U R E R A N G E A m b ~ 1 5 0 T o r r N / A N / A A m b ~ 1 5 0 T o r r A m b ~ 1 5 0 T o r r N / A A m b ~ 1 5 0 T o r r

A C C U R A C Y ± 1 0 T o r r N / A N / A ± 1 0 T o r r ± 1 0 T o r r N / A ± 1 0 T o r r

T E M P E R A T U R E

R A N G E
N / A A m b t o 8 5 ° C A m b t o 8 5 ° C A m b t o 8 5 ° C A m b t o 8 5 ° C - 1 0 ° C ~ 8 5 ° C - 1 0 ° C ~ 8 5 ° C

A C C U R A C Y N / A ± 1 ° C ± 1 ° C ± 1 ° C ± 1 ° C ± 1 ° C ± 1 ° C

R E L A T I V E

H U M ID I T Y R A N GE
N / A N / A u p t o 8 5 % N / A u p t o 8 5 % u p t o 8 5 % u p t o 8 5 %

A C C U R A C Y N / A N / A  ± 5 % N / A  ± 5 %  ± 5 %  ± 5 %

E X T E R N A L

C H A M B E R

D I M E N S I O N S

9 . 5 5 " W x 1 8 . 7 5 " D x 1 2 . 2 5 " H
( a l l V C 1 0 c h a m b e r s )

I N T E R N A L

C H A M B E R V O L U M E

. 5 c u b i c f e e t
( a l l V C 1 0 c h a m b e r s )

I N T E R N A L U S A B L E

S P A C E

7 . 5 " W x 1 1 " D x 8 " H
( a l l V C 1 0 c h a m b e r s )

V O L T A G E 1 2 0 V A C

C U R R E N T 1 0 A 2 4 A * *
2 4 A * * / 2 4 A * *

( e a c h c o n t r o l l e r s e p a r a t e )

* * N E M A - L 5 - 3 0 - R T W I S T L O C K 1 2 5 V OL T R E C E P T A C L E R E QU I R E D ( R E C OM M E N D E D G F C I P R O T E C TE D C I R C U I T)

N o t e : S y s t e m s p e c i f i c a t i o n s a r e s u b j e c t t o c h a n g e w i t h o u t n o t i c e . N o t a l l s y s t e m c o n f i g u r a t i o n s a r e s h o w n a b o v e .



VE80 Series Controllers
VE80 Environmental Controller & VE80-C10 Chiller

Up to eight VC10 chambers can operate with one VE80 Controller.

Allows each VC10 Chamber in the system to run a different
environmental profile during the same test.

Integrates with the VE80-C10 Chiller to allow for broader
temperature ranges.

Various valve hook-ups allow users to access house water
supply as well as other external clean air and gas supplies.

Portable, compact design with minimal installation requirements.

Extremely low operating noise.

Integrates with the VE80 Controller to allow for broader
internal chamber temperatures.

Supports up to 8 VC10 Chambers.

Self-contained circulating bath allows for easy maintenance.

Portable, compact design with minimal installation requirements.

Extremely low operating noise.

Upgrade and add to an exisiting VE80 System at any time.

V E 8 0 S Y S TE M S V E 8 0 - V V E 8 0 - T V E 8 0 - H T V E 8 0 - T V V E 8 0 - H T V V E 8 0 - H T C 1 0 V E 8 0 - H T V C 1 0

P R E S S U R E RA N G E A m b ~ 1 5 0 T o r r N / A N / A A m b ~ 1 5 0 T o r r A m b ~ 1 5 0 T o r r N / A A m b ~ 1 5 0 T o r r

A C C U R A C Y ± 1 0 T o r r N / A N / A ± 1 0 T o r r ± 1 0 T o r r N / A ± 1 0 T o r r

T E M P E R A TU R E

R A N G E
N / A A m b t o 8 5 ° C A m b t o 8 5 ° C A m b t o 8 5 ° C A m b t o 8 5 ° C - 1 0 ° C ~ 8 5 ° C - 1 0 ° C ~ 8 5 ° C

A C C U R A C Y N / A ± 1 ° C ± 1 ° C ± 1 ° C ± 1 ° C ± 1 ° C ± 1 ° C

RE L A TI V E

HU M I D I TY R A N G E
N / A N / A u p t o 8 5 % N / A u p t o 8 5 % u p t o 8 5 % u p t o 8 5 %

A C C U R A C Y N / A N / A  ± 5 % N / A  ± 5 %  ± 5 %  ± 5 %

V E 8 0
C O N TR O L L E R

D I ME N S I O N S

3 2 " D x 1 3 . 2 " W x 1 8 . 5 " H
( a l l V E 8 0 m o d e l s )

V E 8 0 - C 1 0
C H IL L E R

D I ME N S I O N S

N / A 3 2 " D x 2 8 " W x 1 8 . 5 " H
( a l l V E 8 0 - C 1 0 m o d e l s )

V O L TA G E 1 2 0 V A C

C U R R E N T 1 0 A 2 4 A * * 2 4 A * * / 2 4 A * *
( e a c h c o n t r o l l e r s e p e r a t e )

* * N E M A - L 5 - 3 0 - R T W I S T L O C K 1 2 5 V O L T R E C E P T A C L E R E Q U I R E D (R E C O MM E N D E D G F C I P R O TE C T E D C I R C U I T)

N o t e : S y s t e m s p e c i f i c a t i o n s a r e s u b j e c t t o c h a n g e w i t h o u t n o t i c e . N o t a l l V E S y s t e m s a r e s h o w n h e r e .

VE80 Controller

VE80-C10 Chiller


