
Performance Characteristics of the 4800A

Form Factor Benchtop 

DC Volts Minimum Range 100 mV 

DC Volts Maximum Range 1000 V 

DC Volts No. of Ranges 5 QTY 

DC Volts Range Steps 1/10/100 

DC Volts Basic 1 yr accuracy 0.00095 % 

AC Volts Minimum Range 100 mV 

AC Volts Maximum Range 1000 V 

AC Volts No. of Ranges 5 QTY 

AC Volts Range Steps 1/10/100 

AC Volts Minimum Frequency 10 Hz 

AC Volts Maximum Frequency 1 MHz 

AC Volts Basic 1 Year Accuracy 0.086 % 

DC Current Minimum Range 100 uA 

DC Current Maximum Range 10 A 

DC Current No. of Ranges 6 QTY 

DC Current Range Steps 1/10/100 

DC Current Basic 1 yr accuracy 0.016 % 

AC Current Minimum Range 100 uA 

AC Current Maximum Range 10 A 

AC Current No. of Ranges 6 QTY 

AC Current Range Steps 1/10/100 

AC Current Basic 1 Year Accuracy 0.0000085 % 

Resistance Minimum Range 10 Ohm 

Resistance Maximum Range 100 MOhm 

Resistance No. of Ranges 8 QTY 

Resistance Range Steps 1/10/100 

Resistance Basic 1 yr accuracy 0.015 % 

Programmability/Connectivity of the 4800A

User Interface Proprietary 

Ports to Peripheral Devices IEEE488 

4800A Compliance

CE Compliance Not on file 

UL Compliance Compliant 

4800A Power Requirements



Width: (N/A)  
Height: 178 mm(7 in)  
Length: 563 mm(22.16 in)  
Weight: 36 kg(79.36 lb)  

Input Power Universal (Auto Sense and Switch) 

4800A Physical Dimensions

Options for 4800A

Option US List Price

42 / Rear Panel Connector $495 

60 / Transductance Amplifier $8,595 

70 / Wideband Amplifier $6,995 

90 / Rack Mount Kit $395 

Cal Cert 1 / Calibr cert w/Lstng of std use $155 


